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FECHA: Castelló, May 23, 2022 

under LEED: 

 Option 1. Nonroof and roof 
Option 2. Parking under cover 

 Tier 1. Contaminant-based IAQ design
Tier 3. Demonstrate IAQ Performance 

 Option 1. Material ingredient reporting 
Option 2. Material ingredient optimization 

 Option 1. Diversion 
Option 2. Reduction of total waste material 

 Option 1. Whole-building energy simulation 
Option 2. Prescriptive Compliance: ASHRAE 

Advanced Energy Design Guide 
Option 3. Systems Optimization 

 Option 3. Building and material reuse 
Option 4. Whole-building life-cycle assessment 

INTHETILE S.L..- R.M. de Castellón de la Plana. Tomo 1774, Libro 1335. Folio 74, Hoja CS-41552, Inscrip 3
N.I.F. B44513422  V.A.T ESB44513422

Possible 2 points
Possible 1 point 

 
Possible 4 points 
Possible 4 points 

Possible 2 points 

Possible 1 point
Possible 1 point 

Possible 2 points
Possible 2 points 

Possible 2 points 

Possible 1 point
Possible 3 points 

Possible 18 points

Possible 6 points 
Possible 4 points 

Inthetile, S.L - Pol.Ind Ull fondo, C/Navelina, Nave 9, 12539 Les Alqueries,(CS)- Spain
 company certified: 

BIa, BIb and BIII groups manufactureds by INTHETILE S.L. contributes toward satisfying Credits 

 
Certification Letter for LEED® Projects 

Regional priority 

Heat island reduction 

Open space 

Minimum energy performance 

Building life-cycle impact reduction 

Building product disclosure and optimization -
Sourcing of raw materials 
Responsible sourcing of raw materials 
Building product disclosure and optimization - 
Material ingredients 

Construction and demolition waste management
planning 
Construction and demolition waste management 

New Construction

SUSTAINABLE SITES 

REGIONAL PRIORITY 

ENERGY AND ATMOSPHERE 

MATERIALS AND RESOURCES 

INDOOR ENVIRONMENTAL QUALITY 
Low-emitting materials 

Construction indoor air quality management plan 

Indoor air quality assessment 
Option 2. Air testing 
Performance-based indoor air quality design and 
assessment 

Possible 2 points 

Possible 1 point 

Required 

   

Possible 5 points 

Possible 2 point 

Possible 2 points 

Required 

Possible 2 points 

Possible 3 points
Possible 1 point 

Possible 2 points 

Possible 7 points 

Possible 2 points 

LEED 4.1. BUILDING DESIGN + CONSTRUCTION 

For further information and documentation that supports these contribution, please contact with
Commercial department. 

Optimize energy performance Possible 18 points 

AMULET COLLECTION


